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Andromeda Energy Technologies (P) Ltd
No - 4, First Floor, SP Road, Opp. Civil Court
Secunderabad - 500003.Andhra Pradesh

INDIA .Phone :4+91 40 - 27803147

Fax : +91 40 - 66260277

e-mail : info@andromedasolar.com

Ii Salar Module

Z  Battery
3 Tube
4  Daily Use

S Emergeney Use
& Rainy season use

7 Features

8 Indications

9 System Housing

10 System Input Voltage
1l Inverter

12 FProtections

13 Packing {Cormugated Box)
13 1 Facking Dimension,

Moaminal -LxicH
in mm { inch)

12 2Weight in kg { IE)
{Inclusme of packing)

A
Y £ 4.5Ah
B S 4Pin

Z. 0 Hours in sun shine months
L.% Hours in el oudy months.

4 Howrs {for every 3 days charging
2 hr & day for 2 days {9 hr)

&) Table Top
by 2&0° Lighting
e} Tube Doesn't glow during "charge on condition”

&) Battery Low - Red
by Charging - Green
e Over Charge - Yellow
dy System On - Yellow

ABES white with P alyearbonate
transparent fluted diffuser

&Y DC

High frequeney push pull
&) Short Circuit

by Battery Low

e Over Charge
dy Battery reverse

270 (10.63) x 240(9.45) x 41 (1614

3.2 {7.05)



